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PBU-2
SURFACE MOUNT, 2 PUSH BUTTON STATION

General purpose surface mount
Momentary contact on OPEN-CLOSE, NEMA 1.
H = 4 1/16”, W = 2 3/8”, D = 1 13/16”.

PBU-3
SURFACE MOUNT, 3 PUSH BUTTON STATION

General purpose surface mount
Momentary contact on OPEN-CLOSE, NEMA 1.
H = 5 5/16”, W = 2 3/8”, D = 1 13/16”.
U.L. rated, CSA certified.

2BFN
FLUSH MOUNT, 2 PUSH BUTTON STATION

General purpose interior control.
Momentary contact .
2 double pole contacts.
Single button also available.

PBU-2

2BFN

1BWS 2BWS 3BWS

3BFN
INTERIOR FLUSH MOUNT CONTROL

H = 5 9/64”, W = 5 7/8”, D - 2 5/8

3BFNL
INTERIOR FLUSH MOUNT THREE BUTTON CONTROL WITH LOCKOUT

3BFN

3BFNL

1BWS, 2BWS & 3BWS
INTERIOR SURFACE/FLUSH MOUNT, 
1, 2, & 3 PUSH BUTTON STATION

All with stainless steel wall plate that fits standard utility box 2 1/8”x 4”.
Rating: 10A., 125/250 V. AC, 1/4 HP, 125 VAC.
Fine silver contacts.
Momentary contact.
Component switches are U.L. recognized, CSA certified,
VDE approval pending.
1BWS - 1 button station
One form A (N.O.) contact.
2BWS - 2 button station
Two form A (N.O.) contacts.
3BWS - 3 button station
One form A (N.O.) and one form B (N.C.) contact.

PBU-3

INTERIOR PUSH BUTTON STATIONS
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1BX

1BX
EXTERIOR SURFACE MOUNT, 1 BUTTON STATION

1 button, momentary contact.
N.O. contact, Form “A” contact.
U.L. rated 4, CSA certified.
Rated: 3 amp., 240V. AC.
U.L. rated 3 R CSA certified
Meets NEMA 4 requirements when installed with liquid conduit. U.L. 4 ratings
also meets 1, 2, 3R, 4, 5, 6, 12, 13 and ICS NEMA standards.

2BX

2BX
EXTERIOR SURFACE MOUNT, 2 BUTTON STATION

2 buttons, momentary contact.
N.O./N.C. contacts, Form “A”/Form “B” contacts.
U.L. rated 4, CSA certified.
Rated: 3 amp., 240V. AC.
U.L. rated 3 R CSA certified
Meets NEMA 4 requirements when installed with liquid conduit. U.L. 4 ratings
also meets 1, 2, 3R, 4, 5, 6, 12, 13 and ICS NEMA standards.

3BX
EXTERIOR SURFACE MOUNT, 3 BUTTON STATION

3 single pole, momentary contact, 2-N.O., 1-N.C., 2-Form “A”, 1-Form “B” contacts.
U.L. rated 4 (exterior), CSA certified.
Rated: 3 amp., 240V. AC.

3BXL
EXTERIOR SURFACE MOUNT, 3 BUTTON STATION

3 single pole, momentary contact, 2-N.O., 1-N.C., 2-Form “A”, 1-Form “B” contacts.
With key lockout.
U.L. rated 4 (exterior), CSA certified.
Rated: 3 amp., 240V. AC.
Meets NEMA 4 requirements when installed with liquid tight conduit. U.L. ratings
also meet 1, 2, 3R, 5, 6,12,13 and ICS NEMA standards.

3BX

3BXL

3BFNX
EXTERIOR FLUSH MOUNT CONTROL

3BFNLX
EXTERIOR FLUSH MOUNT CONTROL WITH LOCKOUT

EXTERIOR PUSH BUTTON STATIONS

3BFNX

3BFNLX



In Canada & Outside Florida 1-800-327-3332
14

3BXT
EXTERIOR SURFACE MOUNT, 3 BUTTON STATION

3 single pole, momentary contact, 2-Form “A”, 1-Form “B” contacts.
CSA certified.
Rated: 3 amp., 240V. AC.
IEC symbols at push buttons.
Meets NEMA 4 requirements when installed with liquid tight conduit. U.L. ratings
also meet 1, 2, 3R, 4, 5, 6,12,13 and ICS NEMA standards.

3BXTL
EXTERIOR SURFACE MOUNT, 3 BUTTON STATION WITH “LOCKOUT”

3 single pole, momentary contact, 2-N.O., 1-N.C., 2-Form “A”, 
1-Form “B” contacts.
“Lock out” key removable in both positions.
Rated: 3 amp., 240V. AC.
CSA certified.
For 2 pole contacts, add “-2” suffix to model. Not CSA certified.
IEC symbols at push buttons.
Meets NEMA 4 requirements when installed with liquid tight conduit. U.L. ratings
also meet 1, 2, 3R, 4, 5, 6,12,13 and ICS NEMA standards.

3BXTL-B
EXTERIOR SURFACE MOUNT, 3 BUTTON STATION

3 single pole, momentary contact, 2-N.O., 1-N.C., 2-Form “A”, 
1-Form “B” contacts.
With Best Lock “Lockout” or Equivalent.
CW on and CCW off at 12 o’clock position.
IEC symbols at push buttons.
Rated: 3 amp., 240V. AC.
CSA certified.
Meets NEMA 4 requirements when installed with liquid tight conduit. U.L. ratings
also meet 1, 2, 3R, 4, 5, 6,12,13 and ICS NEMA standards.
Also Available: 3 BXTL-M – with Mortise Cylinder

3BXTL-B

1GBX

1GBX

1 Button
N.O. or N.C.
Rated: 3 amp., 240V. AC.
Meets NEMA 4 requirements when installed with liquid tight conduit.

3BXTL

3BXT
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EXTERIOR SURFACE MOUNT CONTROLS
NON-METALLIC ENCLOSURES
MOMENTARY CONTACT, D.P.S.T. CONTACTS

1 BXTP CONTROL STATION
H = 3-1/8”,     W - 2-3/4”,     D = 2-3/8”   *

3 BXTP CONTROL STATION
OPEN - CLOSE - STOP

H = 6-5/8”,     W - 2-3/4”,     D = 2-3/8”    *

NEMA 4

MOMENTARY CONTACT, D.P.S.T. CONTACTS

3 BXTPL CONTROL STATION
Three Button Control Station with Lockout

H = 8-1/2”,     W - 2-3/4”,     D = 2-3/8”    *

MOMENTARY CONTACT, D.P.S.T. CONTACTS

1 MHC CONTROL STATION
Mushroom Head Control Station

H = 3-1/8”,     W - 2-3/4”,     D = 2-3/8”  *

Components are UL & CSA Recognized

NEMA 4

NEMA 4

* Dimensions are Approximate

ADDITIONAL EXTERIOR PUSH BUTTON CONTROLS
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1 MWS Wall switch mushroom head mounted on s/s
wall plate with single gang box. Interior push
button rated 3A, 240V    D.P.S.T. momentary,
flush mount or surface.

UL & CSA wall plate and gang box, CSA button

1 BES Wall switch mushroom head mounted on
plastic wall plate hot stamped “Exit” in red let-
ters. Ideal for handicap exit, rated 3A, 240V
D.P.S.T., momentary, flush mount or surface.

UL & CSA wall plate and gang box, CSA button

Function: STOP or START, one (1) push button station

Rating: One form “Z” (NO.+N.C.) contact
3 amps, 240 V.A.C., momentary contact
UL & CSA Component parts

Application: To open most industrial garage doors
or emergency stop.
Surface mount

1 Mushroom Button Station

1 MBS - NEMA-1
Also available: 1 MBX-NEMA-4, 4x, 12, 13 oiltight and watertight

ADDITIONAL INTERIOR PUSH BUTTON STATIONS
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3 BWD
Exterior Control Station
Open - Close - Stop
H = 4 1/2”, W = 2 3/4, D = 2 3/4
Rating: 3A, 240 VAC, UL & CSA Component Parts.
Ideal for water or oil splash locations

3BWD

5G3-PBS-3

FACEPLATE LEGEND
OPEN-CLOSE-STOP

OPEN-CLOSE
START or CONTROL

FLUSH MOUNT & GANGED CONTROL STATIONS
Ganged control  stations factory furnished mounted to stainless steel
face plate. Complete with cover screws ready for wiring and mount-
ing to your installed 2 1/8” deep standard gang box or masonary box.

No. of Units Enclosure
Req’d.*

2 gang 3 gang box 3G2-PBS-3
3 gang 5 gang box 5G3-PBS-3
4 gang 7 gang box 7G4-PBS-3

Ganged & keyed stations factory mounted to stainless steel face
plate. Complete with cover screws ready for wiring and mounting to
your installed 2 1/8” deep standard gang box or masonary box.

No. of Units Enclosure
Req’d.*

1 gang - 1 key 2 gang box 2G1-PBS-3L
2 gang - 2 keys 4 gang box 4G2-PBS-3L
3 gang - 3 keys 6 gang box 6G3-PBS-3L

* NOT FURNISHED - 
SEE ELEC. SUPPLY HOUSE

* Key switch may be Added                  * Please allow 3 - 4 weeks lead time

* Please allow 3 - 4 weeks 

Interior Push Button Station, OPEN, CLOSE, STOP

Momentary Contact, for interior use

NEMA 1 Enclosure, with no side Knockouts

in Utility Box to Minimize Dust Entry

Two Form A (N.O.) and One Form (B) (N.C.) Contacts.

Buttons Green on Open & Close, Red on Stop

UL Listed for Pilot Duty, 39D2

File # E100092, Rated, 3A, 240VAC

Plastic or Stainless Steel Wall Plate

PBS - 3 PBS - 3S

3 BUTTON WITH FOOTBALL SHAPED BUTTON WALL STATIONS
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CP-1 EXTERIOR
SURFACE MOUNT CEILING PULL SWITCH

Form “C” contacts, S.P.S.T. connected to common and N.O.
Die cast aluminum construction.
Supplied with 20’ cord and pull handle.
CSA certified.
U.L. rated 3R. Rated at 3 amp., 240V. AC.
Meets NEMA 4 requirements when installed with liquid tight conduit. U.L. ratings also meets 1, 2, 3R, 5,
6, 12, 13 and ICS NEMA standards.

CP-2 EXTERIOR
SURFACE MOUNT CEILING PULL SWITCH

Momentary contact Form “Z” contacts S.P.D.T. connected to common and N.O.
Die cast aluminum construction.
Supplied with 20’ cord and pull handle.
CSA certified.
U.L. rated 3R. Rated at 3 amp., 240V. AC.
Meets NEMA 4 requirements when installed with liquid tight conduit. U.L. ratings also meets 1, 2, 3R, 5,
6, 12, 13 and ICS NEMA standards.

SCP-1
EXTERIOR SURFACE MOUNT CEILING PULL SWITCH

30 degree swivel from vertical.
Momentary contact Form “B” S.P.S.T.
Die cast aluminum construction.
Painted blue-gray enamel.
Supplied with 20’ cord and pull handle.
Meets NEMA 4 requirements when installed with liquid tight conduit. Meets 1, 2, 3R, 5, 6, 12, 13 and ICS
NEMA standards.
Also available with 10 watt heater resistor.

SCP-2
EXTERIOR SURFACE MOUNT CEILING PULL SWITCH

Momentary contact Form “Z” S.P.D.T.
Die cast aluminum construction.
Painted blue-gray enamel.
Supplied with 20’ cord and pull handle.
Meets NEMA 4 requirements when installed with liquid tight conduit. Meets 1, 2, 3R, 5, 6, 12, 13 and ICS
NEMA standards.

CP-1
CP-2

WP-1
WP-2

WP-1 EXTERIOR
WALL MOUNT PULL SWITCH

Momentary contact Form “B” contacts S.P.S.T. connected to common and N.C.
Die cast aluminum construction.
Supplied with 20’ cord and pull handle.
Meets NEMA 4 requirements when installed with liquid tight conduit. Meets 1, 2, 3R, 5, 6, 12, 13 and ICS
NEMA standards.

WP-2 EXTERIOR
WALL MOUNT PULL SWITCH

Momentary contact Form “Z” contacts S.P.D.T. connected to common and N.C.
Die cast aluminum construction.
Supplied with 20’ cord and pull handle.
Meets NEMA 4 requirements when installed with liquid tight conduit. Meets 1, 2, 3R, 5, 6, 12, 13 and ICS
NEMA standards.

SCP-1
SCP-2

WPS-1
Wall pull switch, S.P.S.T., Momentary contact, NEMA 4, Enclosure, (aluminum die cast) with Bronze sleeve
bearing providing smooth pull down actuation, cast aluminum rotating cam. Cam rotates 360 degrees and
pivots downward 30 degrees off vertical from any direction. Designed for industrial doors and fast moving lift
truck operators.

Rating:  3A, 240V

Two (2) 3/8” diameter holes on top for ceiling mounting. (Holes are plugged) UL and CSA component parts.

WPS-2
Same as above, D.P.S.T.

CEILING & WALL PULL SWITCHES

WPS-1
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GENIE

36179RS     - Carriage Assembly

30257TS     - Coupler Assembly

36179RS

30257TS

41A5483-4C Receiver Logic Board Assembly

41A5635A Receiver Logic Board Assembly

41A5021-1G Receiver Logic Board Assembly

41AC 075-2 Receiver Logic Board Assembly

41A5621E Receiver Logic Board

41A5389-1E Receiver Logic Board

LIFTMASTER RESIDENTIAL PARTS

41A4373A Safety sensor kit

41A5034 Snappy Sensors New

41A5266-1 Brackets for Snappy Sensors

41C4398A RPM Sensor Asembly

Logic Board

41C4220A

Logic Board

ACCESSORIES

MODEL 41C4220AGear and Sprocket Assy. for Series 1200, Chaindrive except 1256, 1246, and R suffix

Complete with: spring washer, thrust washer, retaining ring, bearing plate, roll pins (2), 
drive gear and worm gear, helical gear w/retainer and grease

MODEL 41A2817 Drive /Worm Gear Kit   •  With grease and roll pins (2)

If you require a part not listed above, please call
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ACCESSORIES

EXTENSION/HOOK-UP CORD
Flat white wire

With grounded male/female plugs

16/3-3 ft., 15 ft. or 25 ft.

EXTENSION/HOOK-UP CORD

22 GAUGE WIRE
Insulated white wire.

Polarized one side.

22 gauge wire.

2 conductor stranded

500 foot spool with 4 per carton.22 GAUGE SPOOL

LARGE CAPACITORS
53-64 250 V Start Capacitor

Diameter = 1.81” / Length = 3.37”

SMALL CAPACITORS
1.43” diam x 2.75” ht 53-64 MFD 220 volt standard 

connect regular terminal bakelite housing

LUBRICANTS
LP-LT-10

10-oz squeeze tubes of Low Temp Grease 

(recommended for the screw on screw-type overhead door operators)

LP-C-C-12
12-oz. spray cans of Chain & Cable Fluid (recommended for use as a 

penetrating oil and as  a lubricant for roller chain, wire rope and cable)

LP-LA-11
11-oz spray cans of Spray Lube “A” Grease 

(recommended for slides and tracks)
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Model DSP-7  7- pin removable terminal strip. 
   

10-30 volts AC/DC, 25 ma. 
No setup. No tuning. No adjustments! 
2 mounting ears. Comes with Velcro mounting patch. 
 
1.52” high,  2.9” wide,  1.56” deep. 

A MICRO 
SIZED 

PLUG & 
PLAY UNIT 

Model DSP-10  11- pin Amphenol base. Standard pin outs. 
   

4 models: 12 VDC, 24 VDC, 24VAC, 117 VAC.  
Front panel switches for all settings, A & B relay outputs. 
Power protected.  Plugged into wrong power. No problem! 
Just reconnect to correct power and it works! 
 
2.375” high,  1.75” wide,  3.61” deep. 

A 
TRADITIONAL 

STYLE 
DETECTOR 

A MICRO
SIZED

PLUG &
PLAY UNIT

A
TRADITIONAL

STYLE
DETECTOR

LOOP DETECTORS & PHOTOCELLS

NP2 Series Boxed Detector
Single Channel Dual Relay Output, Fail Safe & Fail Secure Output
10 Sensitivity and 4 Frequency Settings
Output Delay and Extend
Selectable Pulse Lengths, Pulse on Entry and Leaving
Permanent Presence
Over-Voltage Protection
120VAC, 24VAC, 24VDC/AC & 12VDC versions

NP2-ES Series Plug-In Detector
Single Channel, Dual Solid State Output
Replacement for Elite and Sentex operators
4 Sensitivity and 4 Frequency Settings
Power Supply 10 - 30V AC or DC

DSP-11
The DSP-11 is an 11-pin Amphenol-style base detector with no
switches, requiring no setup and no adjusting.

The DSP-11 is available in three models. A low-voltage model oper-
ates on 10-30V AC/DC and two line-voltage models operate on 117V
AC and 230V AC.

All models are voltage protected; if you plug into incorrect voltage, the
detector will not be destroyed. When you reconnect to proper volt-
age,it works. The unit carries a 5-year warranty. More information is at
www.diablocontrols.com.

1.4” H, 1.4” W, 2.75 Long
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Model Type Retracted       Extended AWG
Length Length Size

2 -10 -2 SVEO 20” 10-ft. 18/2
2 -12 - 2 SVEO 24” 12-ft. 18/2
4 -20 - 2 SVEO 48” 20-ft. 18/2
4 -20 - 3 SVEO 48” 20-ft. 18/3

Ext. AWG\
Model Mat. Dia. Type Length Conductors

CRP-2/20 Plastic 6” SVT 20 ft. 18 / 2

CRM-3/30 Metal 9 1/2” SJT 30 ft. 18 / 3

CRM-3/30 Metal 9 1/2” SJO 30 ft. 18 / 3

32NO-MOS

32NO-MOS
EXTERIOR 3 WIRE SWITCH IN PLASTIC BOX

32NO-WB

32NO-WB
EXTERIOR 2 WIRE SWITCH IN METAL BOX

Weatherproof cast aluminum.
1/2” diameter outlets.
2 3/4” x 4 1/2” x 2” deep.
Stem fits 3/8” I.D. hose.
Gaskets and screws included.

PNEUMATIC HOSE

PNEUMATIC HOSE

7/16” I.D. x 5/8” O.D.

60 durometer EPDM.

COIL CORDS

COIL CORDS
Retractile coil cords for door and gate application.
High quality cord with 6” straight lead on each end.
300V. temperature range -70°C (-94°F) to 105°C (221°F).
U.L. type SVED (oil resistant).

CORD REELS

Retracting cord reels
provided without stops for
door and gate industries.
Supplied with mounting
brackets.

CORD REELS

PNEUMATIC EDGE CONTROLS, COIL CORDS & CORD REELS
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JLSCW

JLSLA

JLSJW

Ac Rated 6A at 110V, 3A at 220V

IS : 13947

Pt 5 / Sec - 1 C  US

OIL TIGHT LIMIT SWITCHES
IP 67

EPHA LIMIT 
SWITCHES

EXPLOSION-PROOF
HAZARDOUS ATMOSPHERE

LIMIT SWITCHES

Economical, Miniature Limit Switch
Rigid Construction

FEATURES:
Built-in basic switch with double spring mechanism
Long life (10,000,000 mechanical operations)
Highly rigid construction (Head and cover snugly fit in box)
Dustproof and drip-proof construction
Smooth operation with greater OT
Easy-to-wire conduit opening design

AZ-8104AZ-8169

AZ-8108
Rating: 10A250VAC
Operation Force (OF): 1,200g max.
Pretravel (PT): 55° max.
Overtravel (OT): 35° min.
Operating Position (OP): 90±10°

LL-5102

Rating: 10A250VAC
Operation Force (OF): 1,360g max.
Reset Force (RF): 227g min.
Pretravel (PT): 20° max.
Overtravel (OT): 30° min.
Movement Differential (MD): 

12° max.
Total Force (TF): 2.720g max.
Total Travel (TT): 50°min.

Spec. description

LL-5108



TECHNICAL INFORMATION

PART ICS 2-125
CONTACTS FOR CONTROL CIRCUIT DEVICES

DEFINITIONS

2-125-01 CONTACT ARRANGEMENTS

Form “A” Contacts
A Form “A” contact arrangement is one which has

single-pole-throw normally open contacts. The function of
this arrangement is to close a circuit when actuated.

NEMA Standard 11-12-1970.

Form “B” Contacts
A Form “B” contact arrangement is one which has single-

pole single-throw normally closed contacts. The function of
this arrangement is to open a circuit when actuated.

NEMA Standard 11-12-1970.

Form “C” Contacts
A Form “C” contact arrangement is one which has single-
pole double-throw contacts with three terminals-one for
normally open, one for normally closed, and one common.
The function of this arrangement is to transfer a circuit
when actuated. NEMA Standard 11-12-1970.

Form “Z” Contacts
A Form “Z” contact arrangement is one which has single-
pole double-throw contacts with four terminals, two for
normally open and two for normally closed. The function of
this arrangement is to open one circuit and close the other.

NEMA Standard 11-12-1970
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Minimum order domestic and Canadian is $45.00 net, orders under $45.00 net will be invoiced at the minimum order price.






